NATIVE MATERIAL
COMPACTED IN RS S
8” LIFTS TO 95% g
STD. PROCTOR
UNDER PAVING,

92% F1SEWHERE. g
NCTCOG ITEM 702.2.4.2
CLASS "B” CONCRETE —_f—
\\ /-l 11200
BRICK OR Lol
CONC. BLOCK—{~ea. |- ST L1400 (37 M,
SUPPORT b {0 6” MIN. IN ROCK)
5’} - 6”
MIN, MIN,

CLASS A EMBEDMENT

CONCRETE CRADLE

R
NATIVE MATERIAL
COMPACTED IN w4
8" LIFTS TO 95—
STD. PROCTOR

UNDER PAVING,

92% FILSEWHERE.

NCTCOG ITEM 702.2.4.2
4" CLASS "B” CONCRETE

BRICK OR
CONC. BLOCK T %4/”//0\} D.
SUPPORT s /

CLASS G EMBEDMENT

CONCRETE ENCASEMENT

INITAL CUT FOR

PIPE INSTALLATION INTAL CUT FOR

127 |
MIN. |

UNDISTURBED | | 12" |
TRENCH BANK l MIN,

PROP. 27 H.M.A.C.

EXIST. ASPH. SURFACE
COURSE (TO REMAIN)

\' SR 5
REMOVE BXIST. ASEE /7
, S S Vs Hd SIS

PIPE INSTALLATION

NN, 3 DEFORMEDN
BARS @ 24" 0.C.E.W)
NOONNNNNY

R LAAE
NATIVE MATERIAL
COMFACTED IN
8" LIFIS TO 95%
S7D. PROCTOR
UNDER FAVING,
92% ELSEWHERE.

NCICOG ITEM 702.2.4.2
CLASS "B” CONCRETE

GRADE 4 CRUSHED STONE.
(NCTCOG ITEM 504.2.2.1.(a)

w , w
W |
NATIVE MATERIAL
) S XSS [ & COMPACTED IN 8" MAX.
| : G / LOOSE LIFTS TO 95%
R . STD. PROCTOR
) NATIVE MATERIAL A
PR TR COMPACTED IN 8" ] ey
el '..' a4 L e d . ” 923 ELSEWHERE
e N2 000 (47 v LIFTS TO  95% 127 MIN.
ot 2 STD. PROCTOR
2 N UNDER PAVING Q:
o >0 P 92% ELSEWHERE 0;
]
L 1/2 0.D.
C-1/4 0.0 (3" M.
'Y . AR
_ T 8 . w Rock) SIND — ik 6" MIN. __D\.1/8 0.0. (3" MIN.,

(NCTCOG ITEM 504.2.2.6)

CLASS B+ EMBEDMENT

CONCRETE CAP
STD PVC WATER
) W 7; 4 |
TR A5 Bl -

NATIVE MATERIAL
COMPACTED N e MUTE MATERAL—"
8" LIFTS T0 95%— i
STD. PROCTOR A
92% ELSEWHERE.

NOTCO6 W 504221 (o COMPACTED 0 923

( 2.2.1.(a) STD. PROCTOR,

CLASS H

1/8 0.0. (3” M,
—" 6" MIN. IN ROCK)

;___w___)

EMBEDMENT

P.V.C. PIPE ONLY

NOJE:

PIACE ONE CLAY COLLAR
AT THE MIDPOINT BETWEEN
ANY TWO MAIN LINE VALVES.

SEEPAGE BARRIER/CLAY COLLAR

WATER MAINS

STD. P.V.C. SEWER

SAW JOINT 2 1/2" MIN. DEPTH

LR

EXIST. PWMT. BASE

SN

6"

MIN. 3000 P.S.. CONCRETE

(NCTCOG CLASS A, MATCH EXIST.

MATERIAL (TO REMAIN) THICKNESS IF MORE THAN 6 THICK)

A \

6" MIN. 005050505050 N ATIVE MATERIAL
. 0’0’0’0’0’0’0’0‘ COMPACTED TO 95%
- »'0'0 ’, 0'0'1/ STD. PROCTOR.
i /
PROP. ST. SEW., 0.3,
SAN. SEW. OR
WATER PIPE CRUSHED STONE (NCTCOG‘ GRADE 4)

ASPHALT STREET OR DRIVEWAY REPAIR

INITAL CUT FOR INITAL CUT FOR
PIPE INSTALLATION /P/PE INSTALLATION
NO. 3 DEFORMED 12" UNDISTURBED 12° |
BARS @ 12" O.CEW. FULL DEPTH SAW CUT
(LAP EXIST. REINF. /27\ MK TRENCH BANK LONGITUDINAL BUTT JOINT
R A PAAAAAAAS
: 15, Z%Z : L
R 2727 ZZ; /////////// - 3
—W US S SA AL AT
6" MIN. 3000 P.S.. comm'/ \RBVOVE& REPLACE — EXIST. CONC. P,
(NCTCOG CLASS A, MATCH EXIST. N (T0 REMAIN INTACT)
THICKNESS PLUS 2 INCHES) _
_ A NATIVE MATERIAL
NI COMPACTED TO 95%
6" MIN. N 0gegege0003000i
o.’. g‘: 3.:33? STD. PROCTOR,
\ .
PROP. ST. SEW,
SAN. SEW. OR CRUSHED STONE (NCTCOG GRADE 4)
WATER PIPE

CONCRETE STREET OR DRIVEWAY REPAIR

GRADE 4 CRUSHED STONE 6" MIN. IN ROCK)

(NCTCOG ITEM 504.2.2.1.(a)

CLASS C EMBEDMENT

STD. DUCTILE IRON WATER OR SEWER
STD. R.C.C.P. WATER
STD. STORM SEWER

TRENCH WIDTH
NOTE.

W=MINIMUM 16" GREATER THAN PIPE O.D.
MAXIMUM 36" GREATER THAN PIPE O.D.

BRSSO

IRENCH WIDTH A

REMOVE EXIST. PIPE
INSTALL PROP. PIPE

PROP. ST. SEW,

% SAN. SEW. O g CONNECT TO EXIST.
/ SOLID SLEEVE WATER PIPE 7 WATER LINE (TYP.)

_ 3

=1

BEND z I

NIPPLE ST M THRUST BLOCK REQUIRED
POOL
> P || — t el NOTES:
) S L e R '\':-\ DL 1 PROPOSED WATER PIPE SHALL BE
2 MV, THICKNESS. OF SPooL DUCTILE IRON UNLESS OTHERWISE

SPECIFIED IN PLANS.  ALL FITTINGS
2000 LB. CONCRETE SHALL BF DUCTILE IRON (M.J.-P.E.)
(N.C.T.C.0.6. CLASS B) MEGALUG.

AROUND FPIPE & BELLS 2. PROPOSED PIPING & FITTINGS ARE
SYMMETRIC ABOUT CENTER OF PROP.
WATER MAIN LOWERING sw sew or st sew pee anp
SHALL RETAIN TEST PRESSURES.
3 ALL THRUST BLOCKING SHALL BE
SUBSIDIARY TO UNIT PRICE.
4 CROSSING OF SANITARY SEWER SHALL
BE IN ACCORDANCE WITH T.C.E.Q.

’’’’’’

;mz, Vil REQUIREMENTS,
3 |REVISE CLASS 'C” EMBEDMENT CH | 05/31/06
GRADE 4 CRUSHED STONE 2 |REVISE DENSITY FROM 90% T0 92% NOT UNDER PAVEMENT | JCH | 03/08/06
GRADATION 7 |REVISE CLASS B+ EMBEDMENT JIH | 10/21/05
- NO. REVISION BY DATE
SIEVE SIZE % RETAINED
1-1/2 INCH 0 CITY OF WYLIE, TEXAS
1 INCH 0-5
1/2 INCH 40-75
NO. 4 90-100 STANDARD CONSTRUCTION DETAILS
NO. 8 95-100
TYPICAL EMBEDMENTS
SHEET
DATE: APRIL, 2005 STD—21_R




